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Isnrctl listener.ora
cmctl cman.ora
tnsnames.ora cmctl Isnrctl
start stop status version cmctl cmctl
cmgv cmadm  cmgv
cmadm Oracle
start status cmctl cmgw cm
cmada adm cm stop cmgw cmada
tnsnames.ora init.ora (
) cman.ora init.ora
init.ora MTS
13.4.1
cman.ora

cman=(address=(protocol=tcp) (host=cman) (port=1610))

tnsnames.ora

mysid=(description=
(address_list=

(address=(protocol=tcp) (host=myserver) (port=1521))
(address=(protocol=tcp) (host=cman) (port=1610))

(connect_data=(sid=mysid))
_ (source_route=yes)
)y
initora MTS

MTS_DISPATCHERS=" (PROTOCOL=TCP) (POOL=YES) (MULT=YES)"

MTS

SQL*Net 2.x

init.ora
MTS

Net 8



China=pubecom

13 Net 8

13.4.2

tnsnames.ora
mysid=(description=
(address_list=
(address=(protocol=spx) (service=cman))
(address=(protocol=tcp) (host=myserver) (port=1521))
(connect_data=(sid=mysid))
(source_route=yes)

))

13.4.3
cman.ora
cman_rules=(rules_list=
(rule=
(src=good_host2) (dst=myhost) (srv=mysid) (act=accept))
(rule=

(src=bad_host1) (dst=myhost) (srv=mysid) (act=reject))
)

IP SRC DST SRC=234.136.* .*

13.4.4

init.ora MTS
MTS_MULTIPLE_LISTENERS=TRUE

13.45 CMAN
CMAN cman.ora cman_profile

cman_profile=

(parameter_list= /* DEFAULTS */

(maximum_relays=512) /* 8 */

(log_level=1) /* 0 */

(tracing=yes) /* NO */

(relay_statistics=yes) /* NO */

(show_tns_info=yes) /* NO */

(use_async_call=yes) /* YES */

(authentication_level=1) /* 0 */

)

13-1
13-1 CMAN

maximum_relays 1024 ; init.ora SESSIONS
log_level 0 1~4
tracing Oracle Trace
relay_statistics IN/OUT
show_tns_info log_level 0,TNS

use_async_call
authentication_level 0 1 1 ASO
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MTS
init.ora MTS tnsnames.ora listener.ora
CMAN listener.ora tnsnames.ora
Oracle
MTS CMAN
INIT.ORA

/* To enable MTS, multiplexing, connection pooling and listener load balancing */
/* This is just the MTS section of an init.ora file */
MTS_SERVICE=MYSID ’

MTS_SERVERS=10

MTS_MAX_SERVERS=100

MTS_DISPATCHERS=" (protocol=tcp)(pool=yes)(mult=yes)"
MTS_DISPATCHERS=" (protocol=spx)(pool=yes)(mult=yes)"
MTS_DISPATCHERS="(protocol=ipc) (pool=yes) (mult=yes)"
MTS_MAX_DISPATCHERS=100

MTS_LISTENER_ADDRESS=

" (address=(protocol=tcp) (host=myhost) (port=1521))"
MTS_LISTENER_ADDRESS=

" (address=(protocol=tcp)(host=cman) (port=1610))"
MTS_LISTENER_ADDRESS=

" (address=(protocol=spx)(service=cman))"
MTS_LISTENER_ADDRESS=

"(address=(protocol=ipc) (key=mysid))"
MTS_MULTIPLE_LISTENERS=TRUE

SESSIONS

TNSNAMES . ORA
/* To enable multiplexing, connection pooling, and bridging */

mysid=(description=
(address_list=
(address=(protocol=tcp) (host=myhost) (port=1521))
(address=(protocol=tcp) (host=cman) (port=1610))
(address=(protocol=spx) (service=cman))
(address=(protocol=ipc) (key=mysid))
(connect_data=(sid=mysid))
(source_route=yes)
))

LISTENER.ORA
/* The foundation of all the addressing */

listener=(address_list=
(address=(protocol=tep) (host=myhost) (port=1521))
(address=(protocol=tcp) (host=myhost) (port=1526))
(address=(protocol=spx) (service=cman))

(address=(protocol=ipc) (key=mysid))

sid_list_listner=

(sid_list=
(sid_desc=mysid)

(sid_desc=another_sid))

)

CMAN . ORA
/* To enable firewall and set the CMAN profile */
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cman=(address_list=

(address=(protocol=spx) (service=cman))
(address=(protocol=tcp)(host=cman) (port=1610))
)

cman_rules=(rules_list=

(rule=
(src=good_host2) (dst=myhost) (srv=mysid) (act=accept))
(rule=
(src=bad_host1) (dst=myhost) (srv=mysid) (act=reject))
)

cman_profile=
(parameter_list=
(maximum_relays=512)
(log_level=1)
(tracing=yes)
(relay_statistics=yes)
(show_tns_info=yes)
(use_async_call=yes)
(authentication_level=1)
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