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COPYRIGHT ©2017 Hangzhou Hikvision Digital Technology Co., Ltd.

ALL RIGHTS RESERVED.

Any and all information, including, among others, wordings, pictures, graphs are the properties
of Hangzhou Hikvision Digital Technology Co., Ltd. or its subsidiaries (hereinafter referred to be

|II

“Hikvision”). This user manual (hereinafter referred to be “the Manual”) cannot be reproduced,
changed, translated, or distributed, partially or wholly, by any means, without the prior written
permission of Hikvision. Unless otherwise stipulated, Hikvision does not make any warranties,

guarantees or representations, express or implied, regarding to the Manual.

About this Manual

This Manual is applicable to Video Converter Software.

The Manual includes instructions for using and managing the product. Pictures, charts, images
and all other information hereinafter are for description and explanation only. The information
contained in the Manual is subject to change, without notice, due to firmware updates or other
reasons. Please find the latest version in the company website

(http://overseas.hikvision.com/en/).

Please use this user manual under the guidance of professionals.

Trademarks Acknowledgement

HIKVISION and other Hikvision’s trademarks and logos are the properties of Hikvision in
various jurisdictions. Other trademarks and logos mentioned below are the properties of their

respective owners.

Legal Disclaimer

TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, THE PRODUCT DESCRIBED, WITH
ITS HARDWARE, SOFTWARE AND FIRMWARE, IS PROVIDED “AS IS”, WITH ALL FAULTS AND
ERRORS, AND HIKVISION MAKES NO WARRANTIES, EXPRESS OR IMPLIED, INCLUDING WITHOUT
LIMITATION, MERCHANTABILITY, SATISFACTORY QUALITY, FITNESS FOR A PARTICULAR PURPOSE,
AND NON-INFRINGEMENT OF THIRD PARTY. IN NO EVENT WILL HIKVISION, ITS DIRECTORS,

OFFICERS, EMPLOYEES, OR AGENTS BE LIABLE TO YOU FOR ANY SPECIAL, CONSEQUENTIAL,


http://overseas.hikvision.com/en/
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INCIDENTAL, OR INDIRECT DAMAGES, INCLUDING, AMONG OTHERS, DAMAGES FOR LOSS OF
BUSINESS PROFITS, BUSINESS INTERRUPTION, OR LOSS OF DATA OR DOCUMENTATION, IN
CONNECTION WITH THE USE OF THIS PRODUCT, EVEN IF HIKVISION HAS BEEN ADVISED OF THE
POSSIBILITY OF SUCH DAMAGES.

REGARDING TO THE PRODUCT WITH INTERNET ACCESS, THE USE OF PRODUCT SHALL BE WHOLLY
AT YOUR OWN RISKS. HIKVISION SHALL NOT TAKE ANY RESPONSIBILITIES FOR ABNORMAL
OPERATION, PRIVACY LEAKAGE OR OTHER DAMAGES RESULTING FROM CYBER ATTACK, HACKER
ATTACK, VIRUS INSPECTION, OR OTHER INTERNET SECURITY RISKS; HOWEVER, HIKVISION WILL
PROVIDE TIMELY TECHNICAL SUPPORT IF REQUIRED.

SURVEILLANCE LAWS VARY BY JURISDICTION. PLEASE CHECK ALL RELEVANT LAWS IN YOUR
JURISDICTION BEFORE USING THIS PRODUCT IN ORDER TO ENSURE THAT YOUR USE CONFORMS
THE APPLICABLE LAW. HIKVISION SHALL NOT BE LIABLE IN THE EVENT THAT THIS PRODUCT IS
USED WITH ILLEGITIMATE PURPOSES.

IN THE EVENT OF ANY CONFLICTS BETWEEN THIS MANUAL AND THE APPLICABLE LAW, THE

LATER PREVAILS.
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Chapter1 Introduction

1.1 Overview

The Format Converter is the software designed for converting the files or real-time streams with
the parameter configurable, such as format, encoding type, resolution, bitrate, etc. With
user-friendly GUI, the software provides an intuitive, convenient way for controlling the
conversion, and supports converting multiple file types.

1.2 Main Features

® Support converting multiple file formats, such as *.hik, *.ps, *.ts, *.mp4, *.3gpp, *.mov, *.avi,
*.asf, and * flv.

® Support converting multiple streams of the various kinds of devices, such as DVR, encoder,
network camera, network speed dome, etc.

® Support multiple file formats to convert to, including HIK, MPEG2-PS, MPEG2-TS, MP4, 3GPP,

MOV, AVI, ASF, and FLV.

Multiple languages GUI are provided.

Get the information of file or stream.

Play the video of the added files or stream.

Support converting the video files from H.265 format to other formats.

Support converting the encrtpted video files.

1.3 System Requirements

Operating System: Microsoft Windows 7 (32-bit or 64-bit) / Windows 8 (32-bit or 64-bit) /
Windows 10 (32 / 64-bit)
RAM: 512MB or above

1.4 Conventions

In order to simplify the description, we define the “Format Converter” as “software” in the

following chapters.
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Chapter 2 Getting Started

2.1 Running Software

The software is installation-free and you can directly decompress the downloaded package and
double-click the B in the folder to run the software.

Note: To remove the software, you can just delete the folder.

The main interface of the software is shown below.

You can view the CPU usage of your PC.

You can also click 5] to set the system configuration, view the user manual, and check the

software information.

Format Converter CEU:12% B - X
e
Source File Size Status Target File

Target Parameters

Target Format: MPEG2-P2

Video Encoding: Resolution Video Bitrate: Frame Rate:
Audio Encoding: Sampling Rate: Audio Bitrate:
Saving Path:
» Start W stop L | 00:00:00/00:00:00

2.2 System Configuration

Purpose:

You can set the system configurations.

Steps:

1. Click B and select System Configuration to enter the System Configuration page.

L+ System Configuration

Default Package Size: 100 | mMB

Default Saving Path:  |C:
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2. Set the default package size and saving path for the converted files.
® Default Package Size: Set the packed size of the converted file for real-time stream
conversion. The maximum size of the converted file will be the configured value. You can
edit the specific package size when adding real-time streams.
® Default Saving Path: Set the default saving path for the converted files. You can edit the
specific saving path when adding files or real-time streams.
3. Click OK to save the settings.
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Chapter 3 Converting Local Files

3.1 Adding Video Files

Purpose:

You can add the video files that are stored on your PC to the software for converting.

Steps

1. Select File tab.

2. Click %, or right-click on the file list and click Add File to pop up Open dialog.

3. Select one or more files.

4. Click Open to add video file(s) to the Converter.

The added video files list in the converter. For the normal files, the status is Unconverted. For the

encrypted files, the status is File Encrypted.

You can also perform the following operations.

® Selectafileandclick * or ¥, orclick Move Up or Move Down on the right-click menu to
adjust its position. The files will be converted in sequence.

® Select a file and click  “, or click Edit Target Parameters on the right-click menu to edit the
target parameters. For details, refer to Chapter 3.2 Editing Target Parameters.

® Selectafileand click *, or click Delete on the right-click menu to delete the video file.

Click @ and click Clear, or clear Clear on the right-click menu to delete all the video files.
® Click @ and click Delete Completed Items, or clear Delete Completed Items on the
right-click menu to delete all the completed video files.

3.2 Editing Target Parameters

Purpose:

After adding the video files, you can edit the output settings if you want to edit the parameters.

Note: Only the unconverted video files can be edited.

Steps:

1. Select a file and click “, or click Edit Target Parameters on the right-click menu, or click Edit
in Target Parameters field to pop up Edit Target Parameters dialog.
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L} Edit Target Parameters

@ Please selectthe target format and set the target parameters.

Target Format. | MPEG2-PS - Default Parameters Copy from

= Video Stream
Video Encoding: H264 -
Resolution: | Default v
ideo Bitrate: Default - | kbps
Frame Rate: Default * | fps
= Audio Stream
Audio Encoding: GT11A -
Sampling Rate: 2000 d

Audio Bitrate: 64000 ~ | bps

Select the target format from the drop-down list.

Set the video stream related parameters.

® Video Encoding: Select the encoding type for video stream of the file.

® Resolution: Select the resolution for the file. You can also select Custom to set the
resolution as desired.

® Video Bitrate: Select the bitrate for the video stream of the file.

® Frame Rate: Select the frame rate for the file. You can also select Custom to set the
resolution as desired.

Set the audio stream related parameters.

® Audio Encoding: Select the encoding type for audio stream of the file.

® Sampling Rate: Select the sampling rate for the file.

® Audio Bitrate: Select the bitrate for the audio stream of the file.

(Optional) Click Default Parameters to use the default parameters for converting.

(Optional) Click Copy from and select a added file or stream to copy the conversion settings

from it.

Click OK to save the settings.

3.3 Converting Files

Purpose:

After adding the video files, you can convert the files into the target files as desired.

3.3.1 Converting Normal Files

Steps:

1.

View the output settings below the list, including target format, video stream settings, and
audio stream settings.
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You can also view the original video parameters and target video parameters on the right
panel.
2. (Optional) Click ~ *  inthe play window on the lower-right corner to view the video files.
3. (Optional) Click Edit to edit the target video parameters as desired.
For details, refer to Chapter 3.2 Editing Target Parameters.
Set the saving path for saving the converted file.
5. Click Start to convert all the added files.
You can also click Pause or Stop to pause or stop the conversion.

The status of the converted files changes to Done.

Format Converter 85 - X
= + o LRI - T .
Source File Size Status Target File
Camera 07.mp4 26.25 MB @ File Encrypted Di\work task\2017\WSPlayer),

Dz\work task\2017\VSPL...
Camera 01l.mp4 15.44 MB + Done D:\work task\2017\VSPlayer\Cam...
Video FormatH264
video Bitrate:269
Resolution:704 x 576
Frame Rate:15.0
Audio Format AAC

Sampling Rate: 16000

Audio Bitrate:32000

Target Parameters
Target Format: MPEG2-PS | ~
Video Encoding:H264 Resolution:704 x 576  Video Bitrate:269 Frame Rate:15.0

Audio Encoding'G711A  Sampling Rate:8000 Audio Bitrate’64000

Saving Path. p:\work tasky2017\WSPlayer'

P Start W Stop [ANL 00:00:00/00:00:00

6. Right-click on the stream list and select Open Saving Path to pop up the folder that stores the

target files and view the target files.

3.3.2 Converting Encrypted Files

Steps:
1. Decrypt the encrypted file.
1) Right-click the encrypted file and select Input Secret Key to pop up Input Secret Key
dialog.

File Name: Camera 07.mp4

Secret Key:

2) Input the secret key.
3) Click OK to decrypt the file.
The status of encrypted file changes to File Decrypted.
2. Convert files.
Refer to Chapter 3.3.1 Converting Normal Files for details about converting files.
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Chapter 4 Converting Real-Time Stream

4.1 Connecting Real-Time Stream

Purpose:

You can connect the real-time stream of the online devices for converting.

Steps:

1.
2.

Select Stream tab.

Click *, or right-click on the file list area and select Add Task to pop up the New Task
window.

Input the required parameters.

IP Address: Enter the IP address of the device to get stream from.

Port: Input the port No. of the device.

Channel: Set the channel No. If you input 3, then the stream of channel 3 of the device will
be gotten.

Stream Type: The software will get the selected stream of the channel.

User Name: Input the user name of the device.

Password: Input the password of the device.

Click Test to connect to the real-time stream.

If connected, the status will be displayed as Online and the format information will show.

Set the package size of the converted file.

The maximum size of the converted file will be the configured value.

Set the saving path for storing the converted file.

Mew Task - Real-Time Stream

Please input the information of the real-time stream
for converting and specify the saving path.

IP Address: | 10.16.1.249| Port: 2000
Channel: 1 Stream Type: |Main Stream
UserMame: |admin Password: [ 111 1]

Status: Online

Format: MPEGZ_PS

Video Format H264

Audio Format G722
Package Size: z047 | MB

Saving Path: |64

7. Click Next and edit the conversion parameters for the file.

For details about editing the conversion parameters, refer to Chapter 3.2 Editing Target

Parameters.




User Manual of Video Converter

8. Click OK to save the settings.

The successfully added streams will list on the stream list panel.

You can also perform the following operations.

® Select the stream and click 7, or click Edit Target Parameters on the right-click menu
to edit the target parameters. For details, refer to Chapter 3.2 Editing Target
Parameters.

® Select the stream and click | *, or click Delete on the right-click menu to delete the
video file.

® Click @, or clear Clear on the right-click menu to delete all the video files.

4.2 Converting Real-Time Stream

Purpose:
After adding the streams to the stream list, you can convert the streams to the target format.
Steps:
1. View the output settings below the list, including target format, video stream settings, and
audio stream settings.
You can also view the original video parameters and target video parameters on the right
panel.
2. (Optional) Click ~ *  inthe play window on the lower-right corner to view the stream.
3. Click Edit to edit the target video parameters.
For details, refer to Chapter 3.2 Editing Target Parameters.
Set the saving path for storing the converted file.
5. Click Start to convert the selected stream.
The status of the stream will display the time length of the conversion process.
6. Click Stop to stop the conversion.
You can also check Stop Converting after checkbox and set the time duration. The conversion
will stop after the configured time duration.

WE Format Converter CFU: 508 B - %

GO sveam | +1xﬁ°°

P Status Saving Path

10.5.134.189:8000 Channel 1 PIFTTTTS

10.5.134. 189: 8000 Chan. ..
Video FormatH264
Video Bitrate:Unknown
Resolution:1920 x 1080
Frame Rate:Unknown
Audio FormatG711A

Sampling Rate:8000

Audio Bitrate:64000

Target Parameters
Target Format: |MPEG2-PS | ~
Video Encoding'H264  Resolution:1920 x 108 Video Bitrate:Unknowr  Frame Rate:Unknown

Audio Encoding:AAC Sampling Rate:8000 Audio Bitrate:16000

Saving Path’ i +askt2017410. 6. 134, 185, ps

/| Stop Converting after |00:59:35 = W Stop >

7. Right-click on the stream list and select Open Saving Path to pop up the folder that stores the
target files and view the target files.
0402001070906
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