Quick Setup Guide

Sta rt Here LJ3600D/LJ3650DN

Before you can use the printer, read this Quick Setup Guide for the correct setup and installation.

' IMPORTANT
DO NOT connect the interface cable yet.

Unpack the printer and check the components

@ Front Cover Release Button

® Control Panel

® Face-down Output Tray
Support Flap 1 (Support Flap 1)

@O Front Cover

@ Paper Tray

® Power Switch

@ Face-down Output Tray
Support Flap 2 (Support Flap 2)

@® Face-down Output Tray

© Multi-purpose Tray (MP Tray)

(including User's Guide and Network User's Guide) Quick Setup Guide Warranty card Service shop list

Drum Unit and Toner Cartridge Assembly AC Power Cord USB cable

Plastic bags are used in the packaging of your printer. To avoid danger of suffocation, please keep
these bags away from babies and children.

E// Note
« Save all packing materials and the box in case for any reason you must ship your printer.

« The interface cable is not a standard accessory. Buy the appropriate interface cable for the interface you
want to use (Parallel or Network).

USB cable

* Please make sure you use a USB 2.0 interface (Type A/B) cable that is no longer than 6 feet (2.0 meters).

» When you use a USB cable, make sure you connect it to the USB port of your computer and not to a USB port on a
keyboard or non-powered USB hub.

Parallel cable

DO NOT use a parallel interface cable that is longer than 6 feet (2.0 meters).Use a shielded interface cable that is IEEE
1284-compliant.

Network cable (For LJ3650DN)
Use a straight-through Category5 (or greater) twisted-pair cable for 10BASE-T or 100BASE-TX Fast Ethernet Network.

CHN-ENG Version 0



Note

Keep a minimum gap around the printer as shown in the illustration.

100mm(4 in.)
100mm * . 100mm
(4in.) (4in.) ——
= (5.121in.)
y a—

Symbols used in this guide

A WARNING WARNINGS tell you what to do to prevent possible personal injury.

n CAUTION i('r)]ﬁjl.rJil’ISONS specify procedures you must follow or avoid to prevent possible minor
IMPORTANT specify procedures you must follow or avoid to prevent possible damage
0 IMPORTANT to the printer or other objects.

A Electrical Hazard icons alert you to a possible electrical shock.
& Hot Surface icons warn you not to touch machine parts that are hot.
Notes tell you how you should respond to a situation that may arise or give tips about
Note , :
how the current operation works with other features.

User's Guide
Network User's
Guide

Indicates reference to the User's Guide or Network User's Guide which is on the
CD-ROM we have supplied.




Install the drum unit and
toner cartridge assembly

! IMPORTANT
DO NOT connect the interface cable yet.

X

Remove the packing tape from the outside of
the printer.

b Press the front cover release button and open
the front cover @.

€  Unpack the drum unit and toner cartridge
assembly.

d Gently shake it from side to side several times
to distribute the toner evenly inside the
assembly.

e

f

Put the drum unit and toner cartridge assembly
into the printer until it clicks into place.




Load paper in the paper
tray

a Pullthe paper tray completely out of the printer.

d Put paper in the tray, and make sure that the
paper is below the maximum paper mark @.
The side to be printed on must be face down.

—

b While pressing the blue paper-guide release
lever @, slide the paper guides to fit the paper
size you are loading in the tray. Make sure that
the guides are firmly in the slots.

C Fan the stack of paper well to avoid paper jams
and misfeeds.

7/ \

' IMPORTANT

Make sure the paper guides touch the sides of
the paper so it will feed properly.

€ Putthe paper tray firmly back in the printer.
Make sure that it is completely inserted into the
printer.




Print a test page

! IMPORTANT
DO NOT connect the interface cable yet.

@ Make sure that the printer power switch is off.
Connect the AC power cord to the printer.

oy Y =

g 8

b Turn on the printer power switch.

=L

€  Unfold support flap1.

d After the printer has finished warming up, the
Status LED stops blinking and stays green.

ck
CCCCC

€© PressGo.The printer prints a test page. Check
that the test page has printed correctly.

ﬁ// Note

This function will not be available after the first
print job you send from your computer.

Go to the next page to install the printer driver.






B Choose your connection type

For USB interface cable
Windows®, go to page 8

Macintosh, go to page 10 .

For Parallel interface cable
Windows®, go to page 12

)
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For Wired Network
Windows®, go to page 14

Macintosh, go to page 18 I
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- Windows®

For USB Interface Cable Users

d Put the supplied CD-ROM into your CD-ROM
Install the printer driver drive. The opening screen will appear

H automatically.
and connect the p"nter Choose your printer model and the language.
to your computer

' IMPORTANT l
DO NOT connect the USB interface cable yet.
K// Note
If the opening screen does not appear
Note automatically, go to My Computer (Computer),
. double-click the CD-ROM icon, and then
If the Found New Hardware Wizard appears on double-click start.exe.

your computer, click Cancel.

. €@ Click Install software on the menu screen.

Welcome to the Found New
Hardware Wizard

a  Turn off the printer power switch. f

A2

b Make sure the USB interface cable is NOT
connected to the printer, and then begin
installing the printer driver. If you have already
connected the cable, remove it.

B ) ARAT

ﬁ/ Note

For Windows Vista®, when the User Account
Control screen appears, click Continue.

User Account Control

If you started this program, continue.

g lsnstaHSh\E\d Software Corporation
€  Turn on your computer. (You must be logged 7 ’ ‘
on with Administrator rights.) T (e |20

() Detai
User Account Control helps stop unauthorized changes to your computer.




- Windows®

g When the License Agreement window k When this screen appears, make sure the
appears, click Yes if you agree to the License printer power switch is on.
Agreement. Connect the USB cable to the USB connector
marked with a symbol, and then connect

Printer Driver Installer - InstallShield Wizard

Liconse Agreement p/ the cable to the computer. Click Next.

Please read the follawing license agreement carefull.

Piess the PAGE DIWN key ta see the res of the agreemen. usB

End Liser License Agreement -~
EndLlser License Agreement for use with Lenova MFC/Printer products.
IMPORTANT- PLEASE READ CAREFULLY: This End- User License Agieemert
[ EUILA"] is a legal agieement between you and, Lenovo (Eeiing) Ltd.

“Your" or "s"), which goverrs your use of the ou software
that will be installed f you press the 'Ves" bulton on this Dialog
Ban [ SOFTWARE") By pressing "es", you agree to be lagaly bound
by the term of this ELILA. If you do nit agrez to the terms of
this ELILA, you obtain no license for the SOFTWARE.
I such case, you may not use the SOFTWARE. v

1. Make sure the printer power
switch is on
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2. Connect the USB interface
cable to your PG, and then
connect it to the printer.

Da you aceept al the terms of the preceding License Agreement? |f you
select No, the selup will dose. Ta install LIBES0DN, you must aceept ths
agreement.

~ Ifyou have already connected
the USB interface cable to the
printer, remove it and connect

again

h Choose Standard Installation, and then click
Next.

Printer Driver Installer - InstallShield Wizard X ﬁ“

Select Components L] ‘

Select the method of \n{ >

@ Btandard Installatior}

O Lusstom Installation

<Back Yes HNo

ysojuioep
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Note

If you want to install the PS driver (Lenovo’s BR- [ Click Finish.
Script Driver), choose Custom Installation and Note

then follow the on-screen instructions. When the

Select Components screen appears, check PS . Ifyou do not want to set your printer as Default
(PostScript Emulation) Driver, and then printer, uncheck Set as Default Printer.
continue following the on-screen instructions. + If you want to disable the Status Monitor,
uncheck Enable Status Monitor.

Choose Local Printer with USB cable, and
then click Next.

Lenovo Printer Driver Installation

Setup Complete
Lenovo Printer Driver Installation

Select Connection

Driver installation is firished!

Scloct the anniocviste ~onneslinn methor Select the actions to perform when Setup firishes

o
(a @ Logal Prinier with USH coblet ) Enable Status Moritor

The printer s connected diecty to this PC using 3 USB cable

{4 software tool for monitoring device status and erfor notification from your PC. )
= : ) Local Frinter
Set s Default Printer

The printer s connected dectly to this PC using a Paralel cable:

= O Lenovo Peerto-Peer Nework Printer
Piirt dieclly ta the printer ove the network. ,
| O Network Shared Printer

Al Jobs are sent to queue on a cantial server. - -
et

IM I this screen appears, choose Yes, | want to

Remove the label covering the USB interface restart my computer now, and then click OK.
connector. The computer will restart automatically.

1]

Restarting Windows

Setup has finished copying files to your computer. Before you can
use the program, you must restart your computer.

Select ane of the following options and click DK to firish setup.

Mo, | wil restait my computer later.

The installation is now
complete.
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For USB Interface Cable Users

Connect the printer to
your Macintosh and
install the driver

@  Remove the label covering the USB interface
connector.

b Connect the USB cable to the USB connector
marked with a symbol, and then connect
the cable to your Macintosh.

! /
mmmxé{

' IMPORTANT

DO NOT connect the printer to a USB port on
a keyboard or a non-powered USB hub.

€  Make sure the printer power switch is on.
=
128

d Turn on your Macintosh. Put the supplied CD-
ROM into your CD-ROM drive.

.

€  Double-click the LENOVO icon on your
desktop. Double-click the Start Here icon.
Follow the on-screen instructions.

o

o _

Utilities

[—— )

L

L

ReadMe! Documentation

ai»{

. LENOVO

&

f Click Install software on the menu screen.

Installaton of printer sftware.
BE (L5 ARaT

ﬁ/ Note

Please see the User’'s Guide on the CD-ROM to
install the PS driver (Lenovo’s BR-Script Driver).

g Follow the on-screen instructions. Then, restart
your Macintosh.

h The Lenovo software will search for the Lenovo
printer. During this time the following screen
will appear.

00 Novo

Please wait...

| Choose the printer you wish to connect, and
then click OK.
Boo
Choose the machine you want to install.
Note: If you want to add your machine manually, click the "Print & Fax
Preferences” button.
e -

' g

Cancel oK

[ — ———
Print & Fax Preferences




-

When this screen appears, click OK

1]

Setup is now complete.

The Printer Driver, BRAdmin Light and Status Monitor have
4% beeninstalled.

The installation is now
complete.

@SMOpUIM
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For Parallel Interface Cable Users

Install the driver and
connect the printer to
your computer

' IMPORTANT
DO NOT connect the parallel interface cable
yet.

Note
If the Found New Hardware Wizard appears on
your computer, click Cancel.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

ct to Windows Update to search for

@)

Windows

d Put the supplied CD-ROM into your CD-ROM

drive. The opening screen will appear

automatically.
Choose your printer model and the language.

ﬁ// Note

If the opening screen does not appear
automatically, go to My Computer (Computer),
double-click the CD-ROM icon, and then
double-click start.exe.

a  Turn off the printer power switch.

A2

b Make sure the parallel interface cable is NOT
connected to the printer, and then begin
installing the printer driver. If you have already
connected the cable, remove it.

€  Turn on your computer. (You must be logged
on with Administrator rights.)

12

@ Click Install software on the menu screen.

Macromedia Flash Player 8

LUJ6S0DN sxnmnzwns |
Laser Printer Utilty

f

@ For Administrators

BRAdmIn Light

Install the printer driver.

B ) ARAT

ﬁ/ Note

For Windows Vista®, when the User Account
Control screen appears, click Continue.

If you started this program, continue.

Setup.exe
' InstaliShield Software Corporation
© geae : G

i
User Account Control helps stop unauthorized changes to your computer.




®

Windows

g When the License Agreement window k Click Finish.

appears, click Yes if you agree to the License 2
Agreement. K/ Note

« If you do not want to set your printer as Default

Printer Driver Installer - InstallShield Wizard

. printer, uncheck Set as Default Printer.

Please read the follawing license agreement carefull.

T R T— » If you want to disable the Status Monitor,
B uncheck Enable Status Monitor.
EncUse License Agreement for use with Leniovo MFC/Priter producs, =

IMPORTANT-PLEASE READ CAREFULLY: This End- User License Agrsement

[ ELILA") s 2 legal agreement between you and. Lenovo (Beiing) Ltd

e "“our”or “us"]. which govers gout use ofthe ou sotware

thet vill bs installd i you press the Ve bullon on s Didog

Bow [ SOFTWARE ], By pressing “Yes”, vou agiee to be legaly bound ’ . .

by the terms of this ELILA, 1f pou do not agree to the tems of Lenovo Printer Driver Instaliation

this EUIL& you cbtain o fiense fo the SOFTWARE %
Insuch case. you may not use the SOFTWARE - Setup Complote 4
Do you sccept al the tems of the preceding Licsrse Agreement? 1 you
select No, the setup il closs. To insallLI3650DN, you st accept this
agreement Driver installation is fnished!

<Back Tes Select the actions to perform when Setup finishes,

Enable Status Moritor
h & software tool for monitoring device status and eror notification from your PC.1

Choose Standard Installation, and then click

Next.
<ok

Printer Driver Installer - InstallShield Wizard

Select Components & L] ‘

’ | If this screen appears, choose Yes, | want to
restart my computer now, and then click OK.
The computer will restart automatically.

O Custom Instalation

Restarting Windows

Setup has finished copying files to your computer. Before you can
use the program, you must restart your computer.

Select ane of the following options and click DK to firish setup.

I9ljeled
@SMOPUIM

E// Note

If you want to install the PS driver (Lenovo’s BR-
Script Driver), choose Custom Installation and
then follow the on-screen instructions. When the
Select Components screen appears, check PS
(PostScript Emulation) Driver, and then
continue following the on-screen instructions.

Mo, | wil restait my computer later.

IM  Connect the parallel interface cable to your
computer, and then connect it to your printer.

Choose Local Printer, and then click Next.

Lenova Printer Driver Installation

Select Connection

Selectthe appiopiials connection method.
= ) Local Pinter with USB cable ’

I l @ilozaiPinied
The printeris connected directly to this PC using a Paralel cable.

E () Lenovo Peerto-Peer Network Printer

Print ditectly to the printer over the netwerk.

L R i A M Tum on the printer power switch.

@
\

N

Choose the port where your printer is . . .
connected, and then click Next. The installation is now

complete.

1]

Lenovo Printer Driver Installation

Select Connection

Seect the poit your printer is conneeted to,

T ()

13
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Windows

For Wired Network Interface Cable Users (LJ3650DN only)

For Peer-to-Peer network
printer users

(1
TCP/IP TCP/IP
©® Router
@ Network printer
ﬁf/ Note

If you are using Windows® Firewall or a firewall
function of anti-spyware or antivirus applications,
temporarily disable them. Once you are sure that
you can print, configure the software settings
following the instructions.

d Put the supplied CD-ROM into your CD-ROM
drive. The opening screen will appear
automatically.

Choose your printer model and the language.

|

ﬁf Note

If the opening screen does not appear
automatically, go to My Computer (Computer),
double-click the CD-ROM icon, and then double-
click start.exe.

Connect the printer to your network and install
the driver

@A  Connectthe network interface cable to the LAN
connector marked with a [@g] symbol and then
connect it to a free port on your hub.

b Make sure the printer power switch is on.
=
~

€ Tumon your computer. (You must be logged
on with Administrator rights.)

@ Click Install software on the menu screen.

% Macromedia Flash Player 8
- LJ3650DN acnmmnzsns
Laser Printer Utility

==

@ﬂ Customer Support

@ For Administrators

BRAdMin Light

Install the printer driver.

B ) ARAT

K// Note

For Windows Vista®, when the User Account
Control screen appears, click Continue.

User Account Control




When the License Agreement window
appears, click Yes if you agree to the License
Agreement.

Printer Driver Installer - InstallShield Wizard

License Agreement L 3 ‘

Please read the follawing license agreement carefull.

Press the PAGE DOWN key to ses the rest of the agreement

End Liser License Agreement -~
EndLlser License Agreement for use with Lenova MFC/Printer products.
IHPORTANT-PLEASE READ CAREFULLY: Tis End- isar Liserso Agreemert
['EULA")is a \ega\ agieement between yau and, Lenova (Befing) L
‘ous" or "', which govems pout use of the our software
thet vll b it ot et o btlon o s Dikog
Box [ SOFTWARE'] By pressing " es”, yau agree to be \egal\y bound
b T I o el
is ELIL&, you oblain no license for the SOFT\AR
R you may not use the SOFTWARE v

Da you aceept al the terms of the preceding License Agreement? |f you

select Ho, the setup wil cluse. To install L36S0DN, you must accept this
agreement,

<Back Yes

h Choose Standard Installation, and then click

Note

Next.

Printer Driver Installer - InstallShield Wizard

Select Components L] ‘

Select the method of \n{

@ Btandard Installatior}

O Lusstom Installation

If you want to install the PS driver (Lenovo’s BR-
Script Driver), choose Custom Installation and
then follow the on-screen instructions. When the
Select Components screen appears, check PS
(PostScript Emulation) Driver, and then
continue following the on-screen instructions.

1]

Choose Lenovo Peer-to-Peer Network
Printer, and then click Next.

Lenova Printer Driver Installation

Select Connection

Select the appropiiate connestion method

= O Local Pinter with USB cable
The printer is connectzd drecty o this PC using 2 USZaable.
! : ©) Local Piinter ’
=2 a raralll cable.
= Ol

O Network Shared Printer
Al Jobs are sent to queue on a ceniral server,

an drectly ta the piinter over the network.

Choose Search the network for devices and
choose from a list of discovered devices
(Recommended). Or enter your printer's IP
Address or its node name. Click Next.

Lenovo Printer Driver Installation

Select Printer

Chaose how you wil lacate you Lenova machine on the network?

() Search the etk for devices and choase from a st of discovered deviess
(Recommended)

O Specify your machine by addiess (Advanced Users]

N N N )

(O Specity your mackine by name (dvanced Users]

Node Name ’

=

1P Address

®

Windows

ﬁ// Note

You can find your printer’s IP Address and the
node name by printing out the Printer Settings
Page. See Print the Printer Settings

Page on page 22.

k Choose your printer, and then click Next.

Lenove Printer Driver Installation

Select Printer ‘
Select the appropriate network printer.

[ Moo s | B b @
BRNXOGOG KKK KR Lenova LI3EGODN )=
&
< | &
UrR Configure [P
[7] Set by Made Name

A ehesh’

Cancel

<Back_|[]

K// Note

If your printer takes a long time (about 1 minute)
to appear on the list, click Refresh.

I Click Finish.

' Note

If you do not want to set your printer as Default
printer, uncheck Set as Default Printer.

+ If you want to disable the Status Monitor,
uncheck Enable Status Monitor.

 Ifyou disabled your Personal Firewall software
(e.g. Windows® Firewall), turn it back on.

Lenovo Printer Driver Installation

Setup Complete

Driver installation is firished!

Select the actions to perform when Setup firishes

Enable Status Moriter

& s0ftware tool for moritoring device status and srror natification from your PC)

»

Set s Default Printer

If this screen appears, choose Yes, | want to
restart my computer now, and then click OK.
The computer will restart automatically.

Restarting Windows

Setup has finished copying files to your computer. Before you can
use the program, you must restart your computer.

Select one of the following options and click OK to finish setup,

[(-‘ Hes. | want to restat my compuier nows ]

 No. | wil restart my computer lafer.

»

The installation is now
complete.

15
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For shared network printer

© Client computer
® Also known as “Server” or “Print server”
® TCP/IP or USB or Parallel

O Printer

Note

If you are going to connect to a shared printer on
your network, we recommend that you ask your
system administrator about the queue or share
name for the printer prior to installation.

Install the driver and choosing the correct printer
queue or share name

@  Turn on your computer. (You must be logged
on with Administrator rights.)

b Put the supplied CD-ROM into your CD-ROM
drive. The opening screen will appear
automatically.

Choose your printer model and the language.

l

Note

@)

Windows

C Click Install software on the menu screen.

Instalaion of printer softvare.

P
B (LR ) WRAT

C—~ )

@ For Administrators

BRAdMin Light

Install the printer driver.

B ) ARAT

K// Note

For Windows Vista®, when the User Account
Control screen appears, click Continue.

User Account Contral

1)) A program necds your permission to

If you started this program, continue.

Setup.exe
' InstaliShield Software Corporation
)

User Account Control helps stop unauthorized changes to your computer.

If the opening screen does not appear
automatically, go to My Computer (Computer),
double-click the CD-ROM icon, and then double-
click start.exe.

€  When the License Agreement window

appears, click Yes if you agree to the License
Agreement.

Printer Driver Installer - InstallShield Wizard

License Agreement L ‘

Please read the following icense agreement carefull.

Press the PAGE DOWN key to ses the rest of the agreement.

End Liser License Agreement ~
EnchIser License Agreement for use with Lenovo MFC/Printer products. =
IMPORTANT- PLEASE READ CAREFULLY: This End-User License Agreement
["EULA")is 2 legal agreement between you and, Lenovo [Beiing] Ltd.

{'we " "our" or "), which govems your use of the our software

thak will be instaled f you press the " bulton on this Dislog

Ba [ SOFTWARE ") By pressing “Yz4", you agres to be legally bound

by the terms of this ELILA, If you do not agree to the terms of

this ELILA, you obtain no licens for the SOFTWARE.

I such case, you may not use the SOFTWARE v

Do you accept llthe terms of the preceding License Agresment? If you
select No, the setup wil closs. Ta install LIIBEIDN, you must accept this
agreement.

e (L=




f Choose Standard Installation, and then click
Next.

Printer Driver Installer - InstallShield Wizard

Select Components

Select the method of \n’

@ Btandard Installatior}

O Custom Installation

IstalBhicld

®

Windows

| Click Finish.

ﬁ// Note

« If you do not want to set your printer as Default
printer, uncheck Set as Default Printer.

+ If you want to disable the Status Monitor,

uncheck Enable Status Monitor.

Note

If you want to install the PS driver (Lenovo’s BR-
Script Driver), choose Custom Installation and
then follow the on-screen instructions. When the
Select Components screen appears, check PS
(PostScript Emulation) Driver, and then
continue following the on-screen instructions.

Choose Network Shared Printer, and then
click Next.

Lenovo Printer Driver Installation

Select Connection ’ ‘

Select the appropriste connection method

= ) Local Frinter with USB cable
The printer is connested directly totis L using a LISB cable.

© Local Printer
The printer is connected directly to this PC using a Pozg@ic able.
= O Lenovo Pesrto-Peer Network Printer
n @ igtwork Shared Printes
Allobs are sent to queuie on 3 central server,

h Choose your printer's queue, and then click

Browse for Printer X Browse for Printer X
' £ ) twor Neighbarhood & ABCD0O0T ~
£ 3043000t =
- 50
(5 ABCDO0D2

1 ABCDO0D3

=

v ) (=)

Note

Contact your administrator if you do not know the
location or the name of the printer in the network.

Lenovo Printer Driver Installation

Setup Complete . ‘

Driver installation is firished!

Select the actions ta perform when Setup finishes.

Enable Status Moritor

& software tool for monitoring device status and eror notification from your PC.1

o

Set as Defaul Printer

The installation is now
complete.
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For Wired Network Interface Cable Users (LJ3650DN only)

Connect the printer to
your Macintosh and
install the driver

@  Connect the network interface cable to the LAN
connector marked with a [@g] symbol and then
connect it to a free port on your hub.

b Make sure the printer power switch is on.
=
108

€ Tumnon your Macintosh. Put the supplied CD-
ROM into your CD-ROM drive.

l

d Double-click the LENOVO icon on your
desktop. Double-click the Start Here icon.
Follow the on-screen instructions.

o .
|

Utilities

ReadMe! Documentation

IRRR

. LENOVO

ES

@ Click Install software on the menu screen.

K// Note

 LJ3600D/LJ3ESODN
MEAITENR R R

Laser Printer Utility

=)

BE (L% ARAT

Please see the User’s Guide on the CD-ROM to
install the PS driver (Lenovo’s BR-Script Driver).

f

Follow the on-screen instructions. Then, restart
your Macintosh.

g The Lenovo software will search for the Lenovo

printer. During this time the following screen
will appear.

10O LENOVO

Please wait...




h Choose the printer you wish to connect, and
then click OK.

Choose the machine you want to install.

Note: If you want to add your machine manually, click the *Print & Fax
Preferences” buttan.

|_tanoun 113R50NN I00RN7 7X0000X |
Lenovo LJ3650DN

SUDTN [UUBUT  AARRR]

(EVTWETS TR g
Lenovo LJ3650DN [008077XXXXX] Network 1

(e — — — — — —— ] y<T> ’
Print & Fax Preferences ( Cancel m

Note

» If there is more than one of the same printer
model connected on your network, the MAC
Address (Ethernet Address) will be displayed
after the model name.You can also confirm
your IP Address by scrolling to the right.

* You can find your printer’'s MAC Address
(Ethernet Address) and the IP Address by
printing out the Printer Settings Page. See Print
the Printer Settings Page on page 22.

When this screen appears, click OK.

Setup is now complete.

k The Printer Driver, BRAdmin Light and Status Menitor have
74X, been installed.

The installation is now
complete.

19
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For Network Users (LJ3650DN only)

20

BRAdmin Light utility (For Windows® users)

The BRAdmin Light is a utility for initial setup of Lenovo network connected devices. It can also search for Lenovo
products in a TCP/IP environment, view the status and configure basic network settings, such as IP Address.

Note

If you are using a firewall function of anti-spyware or antivirus applications, temporarily disable them. Once
you are sure that you can print, configure the software settings following the instructions.

Install the BRAdmin Light
configuration utility

Note

The default password for the print server is
‘access’. You can use BRAdmin Light to change
this password.

a Click Install software on the menu screen.

b Click BRAdmin Light and follow the on-screen
instructions.

E/ Note

For Windows Vista® when the User Account
Control screen appears, click Allow.

program wants access to your computer

you know where t'sfrom or you've used it

W] e
Unidentified Publisher

% Cancel
Idon't know where this program i from or what ' fo.
[-) Allow I

(%) Details

Set your IP Address, Subnet Mask
and Gateway using BRAdmin Light

Note
If you have a DHCP/BOOTP/RARP server in your
network, you don’t have to do the following

operation. Because the print server will
automatically obtain its IP Address.

A  Start BRAdmin Light. It will search for new
devices automatically.

Searching for Devices

Mew Device: 1 {Uncorfigured: 1)

b Double-click the unconfigured device.

T T
g ARG

« m ) ']
= Devics 1 Unconfined )

€ Choose STATIC for the Boot Method. Enter
the IP Address, Subnet Mask and Gateway,
and then click OK.

Configure TCP/IP Address

Netwark
Ouauto
@STATIC
ODHP
Orare
OBo0TP
Subnet Mask. 255.258.255.0
e [0} ?j

() ==

d The address information will be saved to the
printer.



For Network Users (LJ3650DN only)

BRAdmin Light utility (For Mac OS X users)

The BRAdmin Light is a utility for initial setup of Lenovo network connected devices. It can also search for Lenovo
products on your network, view the status and configure basic network settings, such as IP Address from a

computer running Mac OS X 10.3.9 - 10.5.x.

The BRAdmin Light software will be installed automatically when you install the printer driver. If you have already

installed the printer driver, you don’t have to install it again.

Set your IP Address, Subnet Mask
and Gateway using BRAdmin Light

Note
« If you have a DHCP/BOOTP/RARP server in
your network, you don’t have to do the

following operation. The print server will
automatically obtain its own IP Address.

* Make sure that version 1.4.2 or later of Java
client software is installed on your computer.

» The default password for the print server is
‘access’. You can use BRAdmin Light to

change this password.

@  Double-click the Macintosh HD icon on your
desktop.

Macintosh HD

b Choose Library, Printers, Lenovo and then
Utilities.

C

d

e

f

Double click the file BRAdmin Light.jar and
run the software. BRAdmin Light will then
search for new devices automatically.

Double-click the unconfigured device.

806 BRAdmin Light
File(1) Devices(2) Control(3) Zgelp(4)
R L1
IPAGaRess | Printer Status | Print vee | Loca ac
0x00:80:77:60:01:36 | Unconfigured

Devices : 1 7]

Choose STATIC for the Boot Method. Enter
the IP Address, Subnet Mask and Gateway,
and then click OK.

‘ene Configure TCP/IP Address

Boot Method

O auto
@ sTATIC
O pHep
O RARP
 BOOTP

P Address | 192.168.1.2

Subnet Mask |255.255.255.0
fr————

Gateway  |0.0.0.0 ’

A

The address information will be saved to the
printer.
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Web Based Management

(web browser)

The Lenovo print server is equipped with a web server
that allows you to monitor its status or change some

of its configuration settings, using HTTP (Hyper Text
Transfer Protocol).

E// Note

’

* The login name for the Administrator is ‘admin
(case sensitive) and the default password is
‘access’.

« We recommend Microsoft® Internet Explorer®
6.0 (or greater) or Firefox 1.0 (or greater) for

Windows® and Safari 1.3 (or greater) for
Macintosh. Please also make sure that
JavaScript and Cookies are always enabled in
whichever browser you use. To use a web
browser, you will need to know the IP Address
of the print server. The IP Address of the print
server is listed on the Printer Settings Page.

diess ] hpi}192.168.1 2fornteriml

lenovo
LJ3650DN

@  Start your web browser.

b Type http://printer ip address/
into your browser.
(Where printer ip address is the IP
Address or the print server name)

B For example: http://192.168.1.2/
See Chapter 4 of the Network User's Guide.

Reset the network settings to the
factory default

To reset all network settings of the print server to its
factory default, follow the steps below.

a Tumoffthe printer.

b Make sure that the front cover is closed and the
power cord is plugged in.

€C Holddown Goas you turn on the power switch.
Keep Go pressed down until the all LEDs light
up and then Status LED turns up. Release Go.
Make sure that all the LEDs turn off.

d Press Go six times. Make sure that all the
LEDs light up to indicate the print server has
been reset to its default settings.

The printer will restart.

Print the Printer Settings Page

The Printer Settings Page lists all the current printer
settings, including network settings. To print the
printer settings page:

@  Make sure that the front cover is closed and the
power cord is plugged in.

b Turn on the printer and wait until the printer is
in the Ready state.

€  Press Go three times within 2 seconds. The
printer will print the current printer settings

page.

ﬁ// Note

If the IP Address on the Printer Settings Page
shows 0.0.0.0, wait for one minute and try again.




Safety precautions

To use the printer safely

If you DO NOT follow these safety instructions, there is a possibility of a fire, electrical shock, burn or
suffocation. Please keep these instructions for later reference and read them before attempting any
maintenance.

YN

There are high voltage electrodes inside the printer. Before you clean the inside of the printer, make
sure that you have turned off the power switch and unplugged the printer from the AC power outlet.

YN

DO NOT handle the plug with wet hands. Doing this might cause an electrical shock.

Always make sure the plug is fully inserted.

Plastic bags are used in the packaging. To avoid danger of suffocation, keep these bags away from
babies and children.

DO NOT use flammable substances, any type of spray or any organic solvent/liquids containing
alcohol or ammonia to clean the inside or outside of the printer. Doing this may cause a fire or
electrical shock. Refer to Chapter 6 of the User’'s Guide for how to clean the printer.

DO NOT use a vacuum cleaner to clean up scattered toner. Doing this might cause the toner dust to
ignite inside the vacuum cleaner, potentially starting a fire. Carefully clean the toner dust with a dry,
lint-free cloth and dispose of it according to local regulations.

Cleaning the outside of the printer:
*Make sure that you have unplugged the printer from the AC power outlet.

*Use neutral detergents. Cleaning with volatile liquids such as thinner or benzine will damage the
outside surface of the printer.

*DO NOT use cleaning materials that contain ammonia.
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Other Information

Lightning and power surges can damage this product! We recommend that you use a quality surge protection
device on the AC power outlet, or unplug the cords during a lightning storm.

A\

After you have just used the printer, some internal parts of the printer will be extremely hot. When you open
the front or back cover (back output tray) of the printer, DO NOT touch the shaded parts shown in the

illustration.
[P — —G\
/ \ / ; = ) \
[ A\
———/
J =1
L — ]
Inside the printer Inside the printer
(Front View) (Back View)
! IMPORTANT

DO NOT remove or damage the caution labels located on or around the fuser inside the printer.




Regulations

Radio interference
This printer follows EN55022 (CISPR Publication
22)/Class B.

IEC 60825-1+A:2001 specification

This machine is a Class 1 laser product as defined in
IEC 60825-1+A2:2001 specifications. The label
shown below is attached in countries where required.

1R 5

CLASS 1 LASER PRODUCT

This machine has a Class 3B Laser Diode which
produces invisible laser radiation in the laser unit. You
should not open the laser unit under any
circumstances.

AWARNING

Use of controls or adjustments or performance of
procedures other than those specified in this manual
may result in hazardous invisible radiation exposure.

Internal laser radiation

Maximum radiation power: 5 mwW
Wave length: 770 - 810 nm
Laser class: Class 3B

IMPORTANT - For Your Safety

To ensure safe operation, the supplied three-pin plug
must be inserted only into a standard three-pin power
outlet that is properly grounded through the normal
household wiring.

Extension cords used with this printer must be three-
pin plug type and correctly wired to provide proper
grounding. Incorrectly wired extension cords may
cause personal injury and equipment damage.

The fact that the equipment operates satisfactorily
does not imply that the power is grounded and that
the installation is completely safe. For your safety, if
in any doubt about the effective grounding of the
power, call a qualified electrician.

This product should be connected to an AC power
source within the range indicated on the rating label.
DO NOT connect it to a DC power source. If you are
not sure, contact a qualified electrician.

Disconnect device

This product must be installed near an AC power
outlet that is easily accessible. In case of
emergencies, you must disconnect the power cord
from the AC power outlet to shut off power
completely.

LAN connection (For Model LJ3650DN only)
A\ CAUTION

DO NOT connect this product to a LAN connection
that is subject to over-voltages.

25



Other Information

Shipment of the printer

If for any reason you must ship your printer, carefully d Repack the printer.
package the printer to avoid any damage during
transit. We recommend that you save and use the
original packaging. The printer should also be
adequately insured with the carrier.

When shipping the printer, the DRUM UNIT and
TONER CARTRIDGE assembly must be removed
from the printer and put in a plastic bag. Failure to
remove the unit and put it in a plastic bag before
shipping may cause severe damage to the printer
and may VOID THE WARRANTY.

a  Tum off the printer power switch, and then
unplug the AC power cord.

b Remove the drum unit and toner cartridge
assembly. Put it in a plastic bag and seal the
bag completely.
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Other Information

Supplied CD-ROM

You can find a variety of information on the CD-ROM.

Windows®

B CER ) BRAT

@ Install Software

Install the printer driver and Network management
tool (for LJ3650DN users).

Documentation

View the Quick Setup Guide (this document), User’s
Guide and Network User's Guide (For LJ3650DN) in
PDF format.

The User’s Guide in PDF format will be installed
automatically when you install the driver. Click the

Start button, All Programs 1 your printer
(e.g.LJ3650DN), and then User’s Guide in PDF
format. If you do not want to install the User’s Guide,
choose Custom Installation, and uncheck User’s
Guide in PDF format when you install the driver.

' Programs for Windows® 2000 users

@ Customer Support

You can visit our website at http://www.Lenovo.com

Macintosh

Q@ @

Start Here Utilities

ReadMe! Documentation o
v

5 LENOVO Z

Install the printer driver and Network management
tool (for LJ3650DN users).

@ Customer Support

You can visit our website at http://www.Lenovo.com
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Other Information
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Control panel

= Back
R Cover

£} Toner
& Drum

#K3k Paper

JRZS Status

BUH Al
Job Cancel

@ Back Cover LED
The Back Cover LED indicates when errors occur in the back of the printer.
® Toner LED
The Toner LED indicates when the toner is low or requires replacement.
® Drum LED
The Drum LED indicates when the drum life will end soon, the drum is at the
end of its life or the corona wire needs cleaning.
O Paper LED
The Paper LED indicates when the paper tray is empty or there is a paper
jam.
@ Status LED
The Status LED will be on/blink or change color depending on the printer
status.
@ Job Cancel button
Stops and Cancels the print operation in progress.
@ Go button
Wake-up / Error recovery / Form feed / Reprint

For the details of the control panel, see chapter 4 of the User's Guide on the CD-ROM.



Other Information

Printer LED Indications

(oL s L
Blinking: ~@:- or -@- or -0O-

ON: .or.or.

OFF:

Back Cover @ F @ @ @ 0O
Toner O O @ @ @ O
Drum O O @ @ @ O
Paper O O @ @ @ O
Status W1, N,

C] D -/.\- . -/-\- .
Dimmed Green Gréen Green YeI'Iow Yellow

Back Cover

OJ O OJ O O
Toner N o
Yellow Yellow 0 . .
Drum N[
@ 0O =S O )
Yellow Yellow Yellow
Paper () () () () ()
T [ [ ) [ []
Green Red Green Green Red
Chapter6 Chapter6 Chapter6 Chapter6 Chapterd
User's Guide
Back Cover -~ _+_ 0 O _+_ _: : g
Yellow Yellow Yellow
Toner ke
O O O O O Yellow
Drum ‘o
O O O O O Yellow
Paper s Lo Lo
: O O A 0 0 o
Yellow Yellow Yellow Yellow
I [ [ [] ) !
VAT
Red Red Red Red Red Red
Chapter7 Chapter7 Chapter7 Chapter7 Chapter7 Chapter4
User's Guide

" The LED will blink in a pattern of ON for 1 second and then OFF for 1 second.
2 The LED will blink in a pattern of ON for 0.5 seconds and then OFF for 0.5 seconds.

3

The yellow LED will blink in a pattern of ON for 2 seconds and then OFF for 3 seconds.
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Options and Consumables
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Options

The printer has the following optional accessories. You can expand the capabilities of the printer by adding these

items.

Q For installing these items, see Chapter 5 of the User's Guide on the CD-ROM.

Lower Tray Unit

SO-DIMM Memory

LT-5300

Second lower paper tray unit can hold up to 250
sheets of paper. When the tray is installed, the printer
expands total input capacity up to 550 sheets.

You can expand the memory by installing
a (144-pin SO-DIMM) memory module.

Consumables

When the time comes to replace consumable items, an error will be indicated by the LED’s on the control panel.
For replacing the consumable items, see Chapter 6 of the User's Guide on the CD-ROM.

Toner cartridge : LT4636 / LT4636H

Drum unit : LD4636




Trademarks

Lenovo is either a registered trademark or a trademark of Lenovo (Beijing) Limited.

Microsoft, Windows, Windows Server and Internet Explorer are registered trademarks of Microsoft Corporation in the United
States and/or other countries.

Windows Vista is either a registered trademark or a trademark of Microsoft Corporation in the United States and/or other
countries.

Apple, Macintosh and Safari are trademarks of Apple Inc., registered in the United States and other countries.

Each company whose software title is mentioned in this manual has a Software License Agreement specific to its proprietary
programs.

All other trademarks are the property of their respective owners.

Compilation and Publication Notice

Under the supervision of Lenovo (Beijing) Limited, this manual has been compiled and published, covering the latest product
descriptions and specifications.

The contents of this manual and the specifications of this product are subject to change without notice.

Lenovo reserves the right to make changes without notice in the specifications and materials contained herein and shall not be
responsible for any damages (including consequential) caused by reliance on the materials presented, including but not limited
to typographical and other errors relating to the publication.

This product is designed for use in a professional environment.

Copyright and License

© 2009 Lenovo (Beijing) Limited.

© 1983-1998 PACIFIC SOFTWORKS INC.

This product includes the "KASAGO TCP/IP" software developed by ELMIC WESCOM,INC.

© 2009 Devicescape Software, Inc.

This product includes RSA BSAFE Cryptographic software from RSA Security Inc.

Portions Copyright for ICC profiles 2003 by European Color Initiative, www.eci.org. ALL RIGHTS RESERVED.
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